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  THIS WEEKS THEME  

 

Working at Heights 

Who needs fall protection equipment? If you said workers building bridges or cleaning office tower windows you would be right. But 

what about all the workers who work at lesser heights, just a few feet off the ground? They should also be protected from falls - which 

can be every bit as fatal. 

Consider your work area. Are there locations from which someone could fall? What sort of protection is in place to prevent a fall? And 

is there equipment to stop a fall? The situations to be considered are both: 

 Permanent - such as a fixed ladder on a process tank or mezzanine floor where materials are stored. 

 Temporary - such as a scaffold or the top of a loaded truck. 

Fall protection equipment is broadly divided into two categories: 

 One is fall prevention equipment. Guardrails and coverings at floor openings and safety-interlock gates on elevated platforms are designed to prevent falls. A body 

harness worn by the worker can also be used to tether him to an area away from the fall hazard. 

 Fall arrest equipment is designed to save the worker if he falls. He may wear Personal Protective Equipment consisting of a body 

harness and lanyard attached to a lifeline or an anchor point. Or a net slung below the work area may protect him. 

Safety laws are in place to prevent falls from heights. Be sure to follow these rules to the letter. And look beyond the law at site 

procedures and hazard identification in the form of Job Hazard Analysis.  
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